
J Electr Eng Technol Vol. 9, No. 3: 827-834, 2014 
http://dx.doi.org/10.5370/JEET.2014.9.3.827 

 827 

Fault Response of a DFIG-based Offshore Wind Power Plant Taking 
into Account the Wake Effect 
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Abstract – In order to meet the low voltage ride-through requirement in a grid code, a wind power 
plant (WPP) has to stay connected to a grid, supporting the voltage recovery for a grid fault. To do 
this, a plant-level controller as well as a wind generator (WG) controller is essential. The dynamic 
response of a WPP should be analyzed in order to design a plant-level controller. The dynamic 
response of a WPP for a grid fault is the collective response of all WGs, which depends on the wind 
speed approaching the WG. Thus, the dynamic response of a WPP should be analyzed by taking the 
wake effect into consideration, because different wind speeds at WGs will result in different responses 
of the WPP. This paper analyzes the response of a doubly fed induction generator (DFIG)-based 
offshore WPP with a grid fault taking into account the wake effect. To obtain the approaching wind 
speed of a WG in a WPP, we considered the cumulative impact of multiple shadowing and the effect 
of the wind direction. The voltage, reactive power, and active power at the point of common coupling 
of a 100 MW DFIG-based offshore WPP were analyzed during and after a grid fault under various 
wind and fault conditions using an EMTP-RV simulator. The results clearly demonstrate that not 
considering the wake effect leads to significantly different results, particularly for the reactive power 
and active power, which could potentially lead to incorrect conclusions and / or control schemes 
for a WPP. 
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1. Introduction 
 
Due to the technical advances and financial viability 

of wind generation, wind power installations have been 
increasing in size globally [1]. The installed capacity of 
wind generators (WGs) worldwide is expected to increase 
to 832 GW by 2020 [2]. Variable-speed wind generators 
(VSWGs) have been widely used to maximize energy 
extraction from the wind [3, 4]. A doubly-fed induction 
generator (DFIG) shares approximately 50% of the wind 
energy market [5]. 

The voltage and frequency in a grid should be 
maintained within the acceptable ranges at all times for the 
stable operation. The grid frequency is a global variable 
and is maintained by adjusting the output of any of the 
generators in the grid. On the other hand, the voltage at a 
node is a local variable and, therefore, is controlled by a 
local generator or the compensating unit closest to the 

applicable node. For a power system with high wind 
penetration, wind generators should be able to support the 
voltage when a disturbance occurs in the system. 

In the past, a WG was allowed to be tripped out to 
protect itself when a fault occurs in a grid. However, as the 
wind penetration increases, WGs should stay connected to 
the grid for a grid fault. This function is known as the low 
voltage ride-through (LVRT) requirement. To comply with 
this requirement, a wind power plant (WPP) should not 
only be able to withstand the fault, but also to support the 
reactive power during the fault and after the fault clearance 
[6]. To do this, a plant-level controller and a wind 
generator (WG) controller are essential. The dynamic 
response of a WPP during the fault and after the fault 
clearance should be analyzed when designing a plant-level 
controller. 

The dynamic response of a WPP for a grid fault is the 
collective response of all of the WGs, which depends on 
the wind speed approaching the WGs. Thus, the dynamic 
response of a WPP should be analyzed by taking the wake 
effect into consideration, particularly for a grid fault. This 
is because different wind speeds approaching WGs will 
result in different operating conditions of the WGs such as 
the active power and reactive power support capabilities, 
which result in different dynamic responses of the WPPs. 

Many researches on the dynamic responses of WPPs for 
grid faults have been reported [7-11]. A detailed analytical 
analysis of a DFIG was implemented for a comprehensive 
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understanding of its fault response [7, 8]. The effect of a 
grid fault on a DFIG was demonstrated, and control 
strategies for its stable recovery were suggested [9, 10]. 
The response of a DFIG-based WPP was analyzed in terms 
of the reactive power support capabilities, in compliance 
with a grid code [11]. These studies assumed that a WPP 
behaves like a single WG. However, the modeling of a 
WPP as multiple units of WGs and the consideration of the 
wake effect are essential in order to obtain a realistic 
dynamic response of a WPP for a grid fault. 

This paper analyzes the dynamic response of a DFIG-
based offshore WPP for a grid fault, considering the wake 
effect. To obtain the approaching wind speed of a WG in a 
WPP, we considered the cumulative impact of multiple 
shadowing and the effect of the wind direction. The voltage, 
reactive power, and active power at the point of common 
coupling (PCC) of a 100 MW DFIG-based offshore WPP 
were analyzed during and after a grid fault under various 
wind and fault conditions using an EMTP-RV simulator. 

 
 

2. Fault Response of a DFIG-based Offshore  
Wind Power Plant Taking into Account  

the Wake Effect 
 

2.1 Control strategies of a DFIG for a grid fault 
 
As specified in the Korean grid code, a WPP of more 

than 20 MW should meet the LVRT requirement (Fig. 1). 
To comply with this requirement, WPPs should remain 
connected to the grid for a specified time period depending 
on the voltage dip. 

If the terminal voltage of a DFIG drops due to a grid 
fault, the flux in the stator winding of the DFIG decreases. 
Immediately after the fault occurrence, the magnetic 
energy that has been stored in the magnetic field is released 
in the form of an overcurrent in the rotor circuit, which 
causes an overvoltage across a dc-link by charging the dc-
link capacitor, resulting in damage to the converters, unless 
some form of protection is provided. A crowbar is 
commonly used to protect the converters in DFIGs [12]. 

Fig. 2 shows a typical configuration of a DFIG that was 
used in this paper. Figs. 3 and 4 show the control schemes 
for the rotor side converter (RSC) and the grid side 
converter (GSC), respectively. The RSC controls the active 
and reactive powers in a stator winding using two loops. 
The top loop shown in Fig. 3 was used to maximize the 
stator active power through a maximum power point 
tracking (MPPT) control. In this paper, the reference for 
the MPPT control PG_ref was set to (1) as in [13] 

 
 3

_G ref g rP k w=   (1) 
 

where kg is a function of the parameters, such as the gear-
ratio, blade length, blade profile, etc. 

The bottom loop shown in Fig. 3 was employed either to 
keep the stator terminal voltage as a nominal value or to 
inject the reactive power into the grid. 

On the other hand, the top loop shown in Fig. 4 was used 
to control the dc-link voltage, while the bottom loop shown 
in Fig. 4 was used to inject the reactive power into the grid. 
Alternatively, the GSC only maintains the dc-link voltage 
as a constant without a reactive power injection. To do this, 
the power flowing into the dc-link Pdc of (2) should be 
equal to the output power of the dc-link. 

 

 
21

2
c dc

dc dc

dW dV
P C

dt dt
= =   (2) 

 
where Wc is the energy stored in the dc capacitor, Cdc. 

In the case of a severe grid fault, if the RSC is blocked, 

 
Fig. 1. Korean LVRT requirement 

 

 
Fig. 2. Configuration of a DFIG 

 
Fig. 3. RSC control scheme 

 
Fig. 4. GSC control scheme 
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only the GSC can inject the reactive power into the grid 
[14]. In this paper, both the RSC and GSC inject the 
reactive power into the grid for voltage support if the 
terminal voltage of the DFIG dropped by more than 10 % 
of its nominal value, and the reactive current of 1 pu was 
injected for a voltage below 50 % of the rated voltage [15]. 

In this paper an active crowbar was also included in the 
DFIG, because the activation of crowbars affects its 
response. This device shorts the rotor windings through its 
resistors. Careful attention should be paid when choosing 
the resistance, which affects the behavior of the rotor 
current. The large resistance in the crowbar leads to the 
effective damping of the rotor and stator overcurrent; 
however, if the resistance is too large, an overvoltage 
across the resistance may occur. As in [16], this paper 
calculated the crowbar resistance using: 
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where Vr_max is the maximum rotor voltage, ωe is the 
synchronous angular frequency, Ls is the stator inductance, 
Lr is the rotor inductance, Lm is the magnetizing inductance, 
and Vs is the stator voltage. 

Fig. 5 shows the crowbar activation logic used in this 
paper. If either the instantaneous rotor current or the dc-
link voltage exceeded the threshold value, the rotor 
circuit was shorted through the crowbar resistors and, 
simultaneously, the RSC was disconnected from the DFIG. 
In this case, the RSC would have been unable to control 
the stator active and reactive powers and, thus, the DFIG 
would become an induction machine. Once the rotor 
current or dc-link voltage was reduced below the threshold 
value, the crowbar circuit was disconnected from the rotor 
winding. At the same time, the RSC was reconnected to the 
rotor winding and the RSC regained its controllability. 

 
2.2 Calculation of the wake wind speed [17] 

 
In order to analyze the dynamic response of a WPP for a 

grid fault, the wind speeds approaching all WGs should be 
obtained. To achieve this, we calculated the wake wind 
speed at WGs using the method suggested in [17], because 
it considers the cumulative impact of multiple shadowing 

and the effect of the wind direction. 
WGs in a WPP generate electricity by extracting the 

kinetic energy in the wind. The upstream WGs will impact 
the wind speed at other WGs further downstream. This 
shadowing effect is known as the wake effect [17]. 

For a simple case of a WG and its shadow cone, Fig. 6, 
where we assume a steady-state air flow, the wake wind 
speed at x, vw(x) can be obtained on the basis of the mass 
conservation principle, i.e.,: 

 
 2 2 2 2

0 0( ( ) ) ( ) ( )rot w rot wr v r x r v r x v xp p p+ - =  (4) 
 
In (4), r(x) can be calculated using: 
 

 ( ) tanrotr x r x a= +  (5) 
 
The factor tan a in (5) may have two possible values 

depending on the nature of the incoming wind. For a free 
wind, tan a is set to 0.04; otherwise, it should be set to 
0.08 [18]. 

Solving (4) gives vw(x), i.e., 
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Now, as a general case, we assume that a WPP consists 

of multiple units of WGs, as shown in Fig. 7. In this case, a 
WG might experience multiple wakes with different 
degrees of shadowing, depending on the location and wind 
direction. Therefore, the overlapping area between the 
corresponding WGs should be taken into account when 
calculating the wind speed of a WG. Thus, the resultant 
wind speed of a WGj, vj, can be obtained by: 
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Fig. 5. Logic for activating an active crowbar 

 
x : radial distance between the WG and an arbitrary location 
rrot : radius of the upstream WG 
r(x) : radius of the shadow cone 
a : apex factor of the cone 
v0, vw0 : free wind speed and leeside wind speed 
vw(x) : wake wind speed at x inside the cone 

Fig. 6. Shadow cone of a WG 
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where vj0 is the incoming wind speed at WGj without any 
shadowing, xkj is the radial distance between WGk and WGj, 
vwk(xkj) is the speed of the wind approaching WGj from the 
shadowing WGk, bk is the ratio of an area of WGj under the 
shadow of WGk to its total area, and n is the total number 
of WGs. 
 
2.3 Impacts of the wake effect on operating con-

ditions of DFIGs and reactive powers of the 
submarine cables 

 
In a WPP, the wind speed arriving at downstream 

WGs might be slightly different from that of the 
upstream WG. However, the aerodynamic powers Pair 
can differ significantly, because it is proportional to the 
cube of the wind speed, i.e., 

 

 31
2airP Avr=  (8) 

 
where ρ is the air density in kg/m3, A is the interception 
area in m2, and v is the wind speed in m/s. 

In order to extract the maximum power from the wind, 
the DFIGs operate in a MPPT mode through the speed 
control mode, where the tip speed ratio of a DFIG is kept 
as: 

 

 _
opt

r opt R
v

w
l =  (9) 

 
where ωr_opt is the optimal rotor speed in rad/s, and R is the 
blade length in m. Due to the differing wind speeds 
arriving at DFIGs, the DFIGs operate at different rotor 
speeds. 

The slip is defined as: 
 

 s r

s

s
w w

w
-
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where ωs and ωr are the synchronous speed in rad/s and the 
rotor speed in rad/s, respectively. 

The rotor voltage Vr and active power of the rotor Pr also 
depends on the slip as follows: 

 
 r sV s V=  (11) 
 r sP sP= -  (12) 

 
where Vs and Ps are the stator voltage and the stator active 
power, respectively. 

Consequently, the total active power from the DFIG to 
the grid PG depends on the slip as follows: 

 
 (1 )G s s sP P sP s P= - = -  (13) 

 
On the other hand, the reactive power of the DFIG 

depends on the slip and the DFIG’s rotor reactive power, 
referred to the stator, can be expressed as: 
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where Ir is the rotor current.  

Moreover, in the case of an offshore WPP, the submarine 
cables either supply or consume the reactive power, 
depending on the voltage and current, which varies due to 
the wake effects. Thus, the reactive powers of the cables 
influence the reactive power at the PCC of a WPP. 

Consequently, the wake effect will impact the reactive 
power of the cable, as well as the active power and reactive 
power of DFIGs. This, in turn, impacts the response of a 
WPP consisting of multiple units of DFIGs. 

 
 

3. Case Studies 
 

3.1 Model system 
 
Fig. 8 shows a model system that includes an offshore 

WPP connected to the grid. The offshore WPP consists 
of 20 units of a 5 MW DFIG. The four DFIGs are 
connected to each feeder through 2.3kV/33kV transformers. 
The five collector feeders are connected to the 33/154 kV 

 

Fig. 7. Multiple wakes in a WPP 

Fig. 8. Model system configuration 
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substation transformer through the 33 kV submarine cables 
and then to the PCC through the 10 km 154 kV submarine 
cable. The distance between two neighboring DFIGs was 
set to 1km. The grid consists of two 150 MVA synchronous 
generators (SGs) and a motor load of 168 MW and a 
RLC load of 112 MVA. In the system, the motor load 
shares 60% of the total load. We assumed that the SGs 
are steam turbine generators with a steam governor droop 
of 5%. The threshold of the current and dc voltages for 
activating an active crowbar was set to 1.5 pu and 1.1 pu, 
respectively. 

 
3.2 Analysis of the dynamic response of a WPP 

 
In order to take the wake effect into account, the wind 

speeds approaching a WG were calculated using (7) for 
wind directions of 0 deg, 45 deg and 90 deg. Table 1 shows 
the estimated wind speeds of all of the WGs, where the free 
wind speed was set to 12 m/s. 

Meanwhile, in order to analyze the dynamic response 
of a DFIG-based WPP which would meet the LVRT 
requirements stipulated in Korea’s grid code, 0 pu and 0.6 
pu voltage dip faults were simulated by varying the fault 
resistance and fault duration time. For a grid fault, a three 
phase symmetrical fault was applied to a node in the grid. 
The voltages, reactive powers, and active powers at the 
PCC were analyzed during the fault and after the fault 
clearance. 

 
Case 1: 0 pu voltage dip fault for 150 ms duration 

 
Fig. 9 shows the results for case 1, where a fault with a 

fault resistance of 0 occurred at 7 s, to simulate a 0 pu 
voltage dip fault, and lasted for 150 ms. Figs. 9(a)-(c) 
indicate the voltages, the reactive powers, and the active 
powers at the PCC, respectively. As shown in Fig. 9(a), the 
voltage for the no wake effect was similar to those of the 
wind directions of 0 deg, 45 deg, and 90 deg during the 
fault period. However, after the fault clearance, the voltage 
for the no wake was different than the voltages at 0 deg, 
45 deg and 90 deg. It appears that the voltage for the no 
wake effect successfully recovered the voltage before the 

fault occurrence. However, when the wake effects are 
considered, the results differ, depending on the wind 
direction, showing slower and less recovery to the nominal 
voltage. The reason for this slow voltage recovery is that 
the motor load consumes a large amount of the reactive 
power after a fault clearance. 

The reactive power and active power at the PCC for 
the no wake effect are similar to those of the other cases 
during the fault period. However, after the fault clearance, 
the reactive power and active power for the no wake are 
distinct from those seen in the other cases, except for the 
short period immediately following the fault clearance. 
The difference between the no wake effect and the wake 
effect implies that the wake effect should be taken into 
consideration in order to obtain realistic results. 

In this case, the fault was so severe that crowbars were 
activated after the fault clearance, as well as for the period 
of fault duration (Fig. 10). The RSC was disconnected and 
the GSC changed the control schemes to inject the reactive 
power depending on the voltage profile. Therefore, after 
the fault clearance, the results for the no wake effect 
differed from those of the other cases, which may lead to 
incorrect control schemes. 

 

 
(a) Voltages at the PCC 

 
(b) Reactive powers at the PCC 

 
(c) Active powers at the PCC 

Fig. 9. Results for case 1 

Table 1. Wind speeds at all WGs in the WPP 

Wind speed w/o wake (m/s)  Wind speed for 0 deg(m/s) 
12.00 12.00 12.00 12.00 12.00 11.41 10.69 9.71 
12.00 12.00 12.00 12.00 12.00 11.41 10.69 9.71 
12.00 12.00 12.00 12.00 12.00 11.41 10.69 9.71 
12.00 12.00 12.00 12.00 12.00 11.41 10.69 9.71 
12.00 12.00 12.00 12.00 

 

12.00 11.41 10.69 9.71 
   

Wind speed for 45 deg	(m/s)  Wind speed for 90 deg	(m/s) 
12.00 11.62 11.18 10.59 8.34 8.34 8.34 8.34 
12.00 11.62 11.18 10.59 9.71 9.71 9.71 9.71 
12.00 11.62 11.18 11.18 10.69 10.69 10.69 10.69 
12.00 11.62 11.62 11.62 11.41 11.41 11.41 11.41 
12.00 12.00 12.00 12.00 

 

12.00 12.00 12.00 12.00 
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Case 2: 0.6 pu voltage dip fault for 250 ms duration 
 
In case 2, a fault with a resistance of 60 Ω occurred at 

7 s, to simulate a 0.6 pu voltage dip fault, and lasted for 
250 ms (Fig. 11). Figs. 11(a)-(c) show the voltages, the 
reactive powers, and active powers at the PCC, respectively. 
In this case, the PCC voltage dropped to 0.6 pu, which was 
not low enough to trigger the crowbars; therefore, the 
response of the DFIGs after the fault clearance, as well as 
during the fault, depended on the control schemes of the 
RSCs and GSCs. This explains why the crowbar activation 
signals were not shown herewith. 

In this case, the voltages for the no wake effect are 
similar to those of the wind directions of 0 deg, 45 deg, and 
90 deg, while the reactive power and active power for 
the no wake effect differed from those of the other cases. 
This is because, in this case, the fault was not severe 
enough to activate the crowbars; thus, the RSCs were not 
disconnected from the DFIGs. When the fault was cleared 
at 7.25 s, the PCC voltage experienced a recovery (Fig. 
11a). In addition, neither the instantaneous rotor currents 
nor the dc-link voltages exceeded the threshold. Moreover, 
the voltage also recovered slowly, due to the large motor 
load, as in the previous case. 

During the fault period, both RSCs and GSCs changed 
their control schemes for injecting the reactive power, 
depending on the voltage profile. In this case, the injected 
reactive powers supplied by the DFIGs were the same, as 
they had identical voltage dips; however, the reactive 
powers at the PCC of the WPP differed with the various 
wind directions, because the reactive power consumed by 
the cable impacts the reactive power at the PCC depending 
on the wake effect. After the fault clearance, the WPP 
consumed the reactive power for the excitation of the 
DFIGs for a period of time (see Fig. 11b). 

Immediately after the fault occurrence, the active powers 
at the PCC were significantly reduced; however, with the 
help of the control of the RSC, they recovered to the values 
they had prior to the fault occurrence before the fault 
clearance. This is because the DFIGs were operating in an 
MPPT mode, even for the reduced terminal voltage, and 

can therefore recover to their original values before the 
fault occurrence. 

Among the three wind directions, the wake effect for 
the direction of 45 deg was minimal. In this case, the 
active power of the WPP was the largest, while the reactive 
power was the smallest, since the cables consume more 
reactive power than for the other two cases. Therefore, 
different control algorithms, in terms of active power and 
reactive power, should be designed depending on the wind 

 
(a) Crowbar signals of the four DFIGs for w/o (b) Crowbar signals of the four DFIGs for 0° 

 
(c) Crowbar signals of the four DFIGs for 45° (d) Crowbar signals of the four DFIGs for 90° 

Fig. 10. Crowbar signals for DFIGs in Feeder 1 

 

 
(a) Voltages at the PCC 

 
(b) Reactive powers at the PCC 

 
(c) Active powers at the PCC 

Fig. 11. Results for case 2 
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direction. 
The aforementioned results clearly demonstrate that the 

wake effects should be considered when analyzing the 
dynamic response of a WPP; otherwise researchers might 
come to incorrect conclusions and suggest flawed solutions 
for controlling the WPP. 

 
 

5. Conclusion 
 
This paper analyzed the dynamic response of a DFIG-

based offshore WPP with a grid fault, taking into account 
the wake effects. To obtain the approaching wind speed 
of a WG in a WPP, the cumulative impact of multiple 
shadowing and the effect of wind direction were considered. 
In addition, to analyze the dynamic behavior of a DFIG 
based offshore WPP for a grid fault, we implemented the 
functions to meet the LVRT requirements with the reactive 
power support capability in the grid code in both the RSC 
and the GSC controllers of the DFIG. Moreover, an 
active crowbar was included in the DFIG model. 

The voltages, reactive powers, and active powers at the 
PCC of a DFIG-based offshore WPP were analyzed under 
various fault conditions and wind directions. For the two 
faults, the voltages for the no wake condition showed 
patterns similar to those seen for conditions in which the 
wake effects during the fault and after the fault clearance 
were considered. However, for the 0 pu voltage fault, the 
reactive power and active powers showed similar patterns 
during the fault period, while for the 0.6 pu voltage fault, 
they showed different patterns, depending on the wake 
effects. For the 0.6 pu voltage fault, on the other hand, 
the reactive power and active power showed different 
patterns after the fault occurrence, depending on the 
wake effects. 

The results of this research clearly indicate that by not 
taking into consideration the wake effect, the reactive 
power and the active power might show different results, 
which could lead to incorrect or wrong conclusions and 
schemes for controlling a WPP in terms of the voltage, 
reactive power and active power. The results of this paper 
should be used as a basis for designing the control 
algorithms for a DFIG-based offshore WPP. 
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