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Table 4 Optional sound-absorbing materials condition

Table 3 Interior Finishing Materials 2)

125 250 500 1k 2k 4k
10T 0.02 0.04 0.05 0.05 0.1 0.05

0.05 0.05 0.05 0.05 0.05 0.05
2/3 0.05 0.05 0.05 0.05 0.05 0.05
2/3 0.01 0.01 0.01 0.01 0.01 0.01

-1 0.01 0.05 0.06 0.07 0.09 0.08
-2 3) 0.20 0.25 0.33 0.45 0.65 0.55

GlasCloth50T 3) 0.29 0.71 0.80 0.80 0.70 0.51
24T 0.18 0.06 0.04 0.03 0.02 0.02

3) 0.16 0.30 0.55 0.61 0.48 0.55
Cat Walk 0.26 0.59 0.83 0.95 0.86 0.86

2) : , page 383~389, 2001
3) ,

.

(2)

, 500Hz, 1kHz

3.21 , 3.13 ,

500Hz, 1kHz

2.25 , 2.17 (

Table 4 ). Figure 2 1kHz

.

Figure 2 Reverberation Time Contour Map of

Optional sound-absorbing materials condition(1kHz)
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Speaker ,
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(2)

, 500Hz 1kH

3.31 , 2.91

2.60 , 2.22

(

Table 5 ).

0.1~0.41

. , 500Hz,

1kHz, 2Hz 0.35 ~

0.41

.(Figure 3 )

Table 4 Simulation and Measurement Result of
Reverberation Time

[Hz]
125 250 500 1k 2k 4k 8k
4.21 3.51 3.21 3.13 2.17 1.99 1.15
3.80 2.90 2.25 2.17 1.60 1.54 1.01
3.93 3.72 3.31 2.91 2.51 2.34 1.34
3.45 3.01 2.60 2.22 2.00 1.90 0.94

Figure 3 Comparison of Reverberation Time with

Measurement and Simulation Results
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Glass Cloth 50T 900
2 (50T. 40K) 200

Cat Walk / (50T. 40K) 2,000
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