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한국우주전파관측망(KVN)을 이루는 각 전파망원경에는 
4 주파수 동시관측 시스템을 운영하고 있다. 이 시스템에
는 각 주파수별로 우주에서 오는 전파신호 세기를 모니터
링하기 위한 전파세기 측정기(Total Radio-Power 
Detector)를 자체 기술로 설계, 제작하여 운영하고 있다. 
전파세기 측정기는 수신되는 전파신호의 변화를 확인하기 
위한 장치로써, KVN을 이루는 21m 전파망원경의 수신기
로 천체의 전파 신호를 관측할 때 사용한다. 현재, KVN 
수신 시스템은 광대역 시스템으로의 성능 향상을 위한 개
발을 진행하고 있다. 이에, 개발되는 광대역 수신시스템을 
지원하기 위하여, 원격지 컴퓨터에서 모니터링과 원격 제
어로 자동화 운용이 가능하도록 광전송 방식의 전파세기 
측정기를 새로 개발하고 있다. 이번 발표에서는 진행 중인 
개발 내용과 향후 계획을 소개한다. 
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In astronomical observation, sequential device 
control and real-time data processing are 
important to maximize observing efficiency. We 
have developed series of automatic observing 
software (KAOS, KHU Automatic Observing 
Software), e.g. KAOS30 for the 30 inch telescope in 
the McDonald Observatory and KAOS76 for the 76 
cm telescope in the KHAO. The series consist of 
four packages: the DAP (Data Acquisition Package) 
for CCD Camera control, the TCP (Telescope 
Control Package) for telescope control, the AFP 
(Auto Focus Package) for focusing, and the SMP 
(Script Mode Package) for automation of 
sequences. In this poster, we introduce KAOS10 
which is being developed for controlling a small 
telescope such as aperture size of 10 cm. The 
hardware components are the QHY8pro CCD, the 
QHY5-II CMOS, the iOptron CEM 25 mount, and the 
Stellarvue SV102ED telescope. The devices are 
controlled on ASCOM Platform. In addition to the 
previous packages (DAP, SMP, TCP), KAOS10 has 

QLP (Quick Look Package) and astrometry function 
in the TCP. QHY8pro CCD has RGB Bayer matrix 
and the QLP transforms RGB images into BVR 
images in real-time. The TCP includes astrometry 
function which adjusts the telescope position by 
comparing the image with a star catalog. In the 
future, We expect KAOS10 be used on the research 
of transient objects such as a variable star.
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KVN 수신기는 22/43/86/129GHz 주파수 대역의 우주 
전파를 관측할 수 있는 4채널 동시 관측 시스템의 핵심으
로 다수의 제어 및 모니터 항목이 존재한다. 대표적인 예
로 Synthesizer, Pcal, LO, Vacuum, Cryogenic 
Temperature 등이 있으며 이와 관련된 여러 인스트루먼
트가 21m 전파망원경의 하부단에 위치한 수신기실 내에 
분산 배치되어 있다. 이에 대한 효율적인 제어를 위해서는 
사용자 컴퓨터 관점에서 두 가지 조건이 충족되어야 한다. 
첫째, 물리적으로 분산된 인스트루먼트에 대한 접근 및 변
경이 용이해야 하고, 둘째는 단일 인터페이스 상에서 다양
한 인스트루먼트를 하나로 통합하는 확장성이 보장되어야 
한다. 이러한 요건을 고려하여 KVN은 산업 분야에서 널
리 쓰이고 있는 프로피버스를 수신기 시스템의 제어를 위
한 기반 인터페이스로 활용 중에 있고, 추가 기능 요구에 
효율적으로 대처하고 있다. 본 발표에서는 먼저 KVN 수
신기 시스템을 구성하는 인스트루먼트에 대해 살펴보고자 
한다. 그리고 이를 효율적으로 제어하기 위한 기반 인터페
이스로서 프로피버스 구축 및 활용 현황에 대해 논하고자 
한다.  
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It is interesting to find the best exospheric model 


