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외국근로자를위한5분안전미팅

5 Minute Safety Meeting
for the foreign workers

Safety Requirements in Scaffold Work

A. Works on Scaffolds

�Use the designated pathway and stairway for
going up and down.

�Do not remove the safety guard rail and cross
brace at discretion.

�Do not move the plank of scaffold at
discretion.

�Stop work in bad weather such as storm,
heavy rain, heavy snow, etc.

�Use the safety net or safety belt during work
at elevated level.

�When working at upper and lower level
together at the same time, complete
cooperation is needed between the upper and
lower level workers.

�Use lifting pack and rigging rope for raising or
lowering the materials, appliances, tools, etc.

B. Use of Mobile Scaffolds

�Be sure to attach the brake to the wheel of
scaffolding.

�Use the ladder for going up and down.
�Do not use it at an unleveled place.
�Never move it when a person is on it.
�Do not get on when holding any object.
�Do not remove the guard rail at discretion.
�Do not push the body out of the scaffolding

while working.

비계작업 안전수칙

가. 비계위에서의작업

�정해진통로, 계단등을통하여승강하여야한다.

�안전난간과교차가새는마음 로해체하지않는

다.

�비계발판은마음 로이동하지않는다.

�강풍, 호우, 폭설등악천후시에는작업을중지한

다.

�고소작업시에는안전망이나안전 를사용한다.

�상하동시작업시아래위작업자간에충분히협

조를하며작업을한다.

�재료, 기구, 공구등을올리고내릴때에는달포

및달줄을사용한다.

나. 이동식비계의사용

�바퀴는반드시브레이크가달린것을부착하여

사용한다.

�승강설비를사용하여승강한다.

�경사가있는장소에서는사용하지않는다.

�사람이승차한상태로절 이동하지않는다.

�물건을들고승차하지않는다.

�난간을멋 로해체하지않는다.

�비계위에서몸을내 고작업하지않는다. 
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