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14 THE SAFETY TECHNOLOGY 

외국인을위한5분안전미팅

공구는작업개시전잘점검하고불안전한것이나파손된것은절대로사용하지말것.

사용중에는끊임없이공구의상태에주의할것.

파손된공구는관리책임자를선임하여보관에확실을기할것.

주 1회 정기적으로공구의일제검사를실시할것.

드라이버는날의모양및손잡이부분의파손여부를확인할것.

망치는나무자루의연결부분을세심히살펴본후사용할것. 

전기드릴은 절연저항 1㏁ 이상 스위치바 및 코드(단 100V용, 200V용, 400V용)를 점검
할것.

Check the tools thoroughly before commencing any work. Never use any tool
that has any unsafe condition or any damaged part.

Pay full attention continuously while you are using any tool.

Any damaged tool shall be reserved in a designated place which is managed
by a designated personnel to ensure not to release for routine use.

Conduct periodic inspection for all the tools simultaneously once a week.

Check whether there is any damage in the edge and in the handle of a
screwdriver.

Hammer shall be used after confirming integrity in the connecting part
between the hammerhead and handle.

In an electrical drill, the insulation resistance shall exceed 1MΩ and the
switch-bar and cable shall be thoroughly checked to ensure there is no
damaged part.
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전기용 공구 안전수칙
Safety Rules of Using Tools for Electrical Works
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