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Abstract—Cellular automata are discrete dynamical 

systems, which provide the basis for the synthesis of complex 

emergent behavior. This paper proposes a new algorithm of 

digital watermarking based on cellular automata transform 

(CAT). The idea of two-dimensional CAT is introduced into 

the algorithm. After the original image is disassembled with 

2D CAT, the watermark information is embedded into the 

Middle-frequency of the carrier picture. Cellular automata 

have a huge number of combinations, such as gateway values, 

rule numbers, initial configuration, boundary condition, etc. 

Using CAT, the robustness of the watermark will be 

tremendous strengthened as well as its imperceptibility. 

Experimental results show that this algorithm can resist 

some usual attacks such as compression, sharpening and so 

on. The proposed method is robust to different attacks and is 

more security.  

 

Index Terms—digital watermarking, middle-frequency, 

cellular automata transform, gateway values. 

 

 
I. INTRODUCTION 

 

OWE to the popularity of internet access, the demand 

for embedding owner identity and other information into 

multimedia securely becomes very urgent, the traditional 

encryption algorithm for protecting the digital works has 

some limitations, a new information security technique-

digital watermarking technology came into being in 1994, 

Van Schyndet, in Paper “A Digital Watermark” presented 

a new concept of digital watermarking. With the large 

number of watermarking techniques recently developed, 

one becomes naturally wondering if it is possible to 

compare the performance of different techniques in a fair 

manner, each watermarking scheme possesses the 

following attributes: invisibility, robustness. Invisibility 

means watermarked image should look similar to the 

original one, and should not suspicion by others [1]. 

Robustness watermarks are designed to have the ability to 

detect the watermark after some image processing 

operations, called attacks, after certain attacks and the 

watermark extraction process, the extracted watermarks 

should be highly correlated with the embedded ones. That 

is, the extracted watermarks need be recognizable in the 

robust watermarking system. 

Within a few years time there are many algorithms 

have been proposed, these methods can be classified into 

two types, embedding the watermark into the spatial 

domain, and embedding the watermark into frequency 

domain. The first type provides good computing but 

usually degraded robustness, the second is more robust 

especially when the watermarking is compression 

methods, for watermark, if we embed the watermark in 

the higher frequency bands, even though the watermarked 

image quality is good, it is vulnerable to the low pass 

filtering (LPF) attack[2],[3]. Thus, embedding into the 

higher frequency bands coefficients is not robust, 

although the watermarked image quality is assured. In 

contrast, if we embed the watermark into the coefficients 

in the lower frequency bands, it should be robust against 

common image processing attacks such as the LPF attack. 

In this paper, cellular automata (CA) technique has been 

applied to transform-domain of the digital image. The 

advancement is very successful because the constructed 

watermarking systems are perceptually invisible and 

robust to a number of different attacks.  

In this paper we propose a novel watermarking scheme 

for the image data using two dimension cellular automata 

transform (CAT) algorithm, the original image will be 

decomposed result a pyramid structure. The sub bands 

labeled LH1, HL1 and HH1 represent the high frequency 

information such as edges and textures of an image. The 

sub band LL1 represents the low frequency information 

which contains important data [4]-[6]. In general most of 

the image energy is concentrated at the lower frequency 

sub-bands LLx and therefore embedding watermarks in 

these sub-bands may degrade the quality of image 

significantly. Embedding in the low frequency sub-bands, 

however, could increase robustness significantly. On the 

other hand, the high frequency sub-bands HHx include the 

edges and textures of the image and the human eye is not 

generally sensitive to changes in such sub-bands. 

However, could decrease robustness of watermark. 

Therefore, aside from the two observations above, in our 

scheme, we embed watermark into the “middle-frequency” 

domain of the image. The sub- band HL1 is decomposed 

again into further sub band and HL2 is called ‘middle 

frequency’. The goal of our proposed method is to apply 

the diversity of rule and CAT algorithm complexity to 

enhance the robustness to different attacks, greatly 
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improved the watermark security. The CAT algorithm for 

watermarking is a new idea, there are many problems and 

shortcomings need everybody to complete. 

 

 
II. IMAGE WATERMARKING BASED ON 

CELLULAR AUTOMATA TRANSFORM 

 

A. One Dimension Based Cellular Automata Transform 

Cellular automata are dynamical systems in which 

space and time are discrete [7], [8]. The cells are arranged 

in the form of a regular lattice structure an each must have 

a finite number of states. These states are updated 

synchronously according to a specified local rule of 

interaction. Wolfram developed a set of simple rules for 

describing dual-state, one dimension cellular automata. 

There are 23 possible configurations for each 

neighborhood in a dual-state, three site neighborhood 

automaton, there are 28 rules for the two-state/three site 

CA, Wolfram rule convention assigns the integer R 

(R=∑Cn2
n R=0~255) to the rule generate function F, for a 

two state three site CA, the state ait+1 from the state of the 

neighborhood at tht − time level, the cellular automaton 

evolution is expressible in the form: 

 

),,(
111 tiittiit

aaaFa
+−+

=          (1) 

 

Here, F is the Boolean function defined the rule. 

One Dimension transform based function ijklA can be 

used as transform bases: 
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In which LW≥2 is a integer. There are as many 

ways of generating Type4 bases as are the selection of 

LW. 

 

B. Two Dimension Based Cellular Automata Transform 

Two dimension cellular automata based Aijkl 

derived from one dimension based function: 

 

jlikijkl A=AA                (6) 

Or 

 

)1(}mod){( -L-La+aaa=LA wwljjlikikwijkl    (7) 

 

Where Lw ≥ 2 is the number of state of the 

automaton, this paper we use jlikijkl A=AA generate a 

new special style — Type8,two dimension based 

function[9]. 

 

 1)-(2 1)-(2 = ljjlkiikijkl aaaaA         (8) 

 

In this paper, the coefficients for a typical 

orthogonal (1,-1), the cyclic boundary conditions 

imposed on the end sites (i=-1and i=N) are of the 

forms: a-1k=aN-1k, aNk=a0k. the CAT basis function 

type: Type8. 

Fig. 1 shows the 2D CAT basis function image 

based on Type 8. 

 

 
Fig. 1. Type 8 2-D CAT basis function Aijkl 

 

Give a data f in a two dimension space measured by the 

independent discrete variable i, j we seek a transformation 

in the form: 

 

∑ × ijklklij Ac=  f 

             (9) 

 

Where k, l are vector of nonnegative integers, 
kl
c is 

transform coefficient whose values are obtained from 

the inverse transform: 

 

   Bf=c ijklijkl ∑ ×            (10) 

 

If ijklA are orthogonal, in which the bases ijklB are the 

inverse of ijklA ,the “(10)” called Cellular Automata 

Transforms (CAT) and “(9)” which we called Inverse 

Cellular Automata Transforms (ICAT). 
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Where MSE is mean square error, O={p(i,j)|0≤i<M, 

0≤j<N } and O’={p’(i,j)|0≤i<M, 0≤j<N } are the 

original image and the watermarked image 

respectively, W and 'W  are the watermark and 

extracted watermark information. 

For testing the invisibility and robustness, we compare 

original image with watermarked image and we get a 

higher PSNR values, it means the invisibility is better, 

similarly, the robustness of watermark is better. 

 

B. Experimental Results and Analysis 

The famous image “Lena” (gray-valued, 512×512 

pixels) as the test image in this scheme, and “ROSE” 

(128×128 pixels, binary-valued) as the watermark. 

 

 
(a)            (b) 

Fig. 4. (a)Original image “Lena” (b) Watermark. 

 

TABLE I   

PSNR VALUES UNDER DIFFERENT METHODS 

PSNR values(dB) 

2D CAT method DWT DCT 

Rule=43 Rule=14 (Wang,2008) (Chu,2004) 

59.78 41.29 33.25 39.21 

 

Here, TABLE I shows PSNR values of CAT are higher 

than original methods, it is clear that this algorithm based 

on CAT shows good invisibility. 

In order to test the robustness of the proposed scheme, 

we first attack the watermarked image and then extract the 

watermark, the possible attacks include scaling, Gaussian 

noise, JPEG compression, rotating and cropping attack. 

 

 
(a)               (b) 

Fig. 5. (a) Scaling Attack (Factor=0.8), (b) Extracted 

Watermark. 

 

(a)                 (b) 

Fig. 6. (a) Gaussian Noise (Factor=0.1), (b) Extracted 

Watermark. 

 

 

(a)                (b) 

Fig. 7. (a) Reconstructed image from JPEG Compression 

(Factor=0.1), (b) Extracted Watermark. 

 

 

(a)                 (b) 

Fig. 8. (a) Rotating attack (angle=Pi/20), (b) Extracted 

Watermark. 

 

 

(a)                (b) 

Fig. 9. (a) Cropping Image, (b) Extracted Watermark. 

 

In this work, a comparative analysis is performed 

between our proposed method and existing 

watermarking methods (J.W. Wang, G. Liu, etc.2008 

discrete wavelet transform (DWT), W. C. Chu. 2003 

discrete cosine transform (DCT)). 
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TABLE II   

WATERMARKED IMAGE UNDER SCALING 

ATTACK 

Bit Correct Ratio Values 

scaling  CAT DWT DCT 

(Factor) Rule=43 (Wang,2008) (Chu,2004) 

0.2 0.71 0.62 0.47 
0.4 0.78 0.70 0.62 
0.8 0.89 0.81 0.71 
1 1 0.99 0.98 

1.1 0.96 0.90 0.87 
1.5 0.84 0.73 0.78 
2 0.62 0.46 0.39 

 

  From the experiment results, TABLE II shows the 

BCR values of the proposed method are greater than 

DWT and DCT watermarking methods, and the extracted 

watermark is visible, it is clear that CAT method shows  

good robustness. 

 

TABLE III   

WATERMARKED IMAGE UNDER JPEG ATTACK 

Bit Correct Ratio Values 

JPEG  CAT DWT DCT 

(Quality) Rule=43 (Wang,2008) (Chu,2004) 

0.9 1 0.89 0.91 
0.8 0.98 0.86 0.84 
0.7 0.92 0.80 0.80 
0.6 0.84 0.81 0.71 
0.5 0.79 0.80 0.62 
0.3 0.71 0.63 0.56 
0.2 0.69 0.65 0.51 
0.1 0.66 0.69 0.50 

 

TABLE III shows the BCR values of the proposed 

method which compares with original methods under 

the JPEG compression attack. The compressed factor 

values 0.1 to 0.9. 

 

TABLE IV  

WATERMARKED IMAGE UNDER ROTATING 

ATTACK  

Bit Correct Ratio Values 

Angle CAT DWT DCT 

degree Rule=43 (J.W.Wang,2008) (W.C.Chu,2004)

-10 0.90 0.83 0.73 

-5 0.98 0.81 0.79 

0 1 0.82 0.81 

5 0.97 0.85 0.72 

15 0.87 0.74 0.75 

30 0.74 0.69 0.54 

40 0.62 0.48 0.41 

 

TABLE IV shows the BCR values of different 

methods under rotating attack.  

 

TABLE V  

WATERMARKED IMAGE UNDER CROPPING 

ATTACK 

Bit Correct Ratio Values 

cropping CAT DWT DCT 

(size) Rule=43 (Wang,2008) (Chu,2004) 

16×16 0.98 0.83 0.77 

32×32 0.90 0.83 0.82 

64×64 0.88 0.73 0.71 

160×160 0.76 0.60 0.68 

256×256 0.65 0.42 0.55 

 

TABLE V shows the BCR values of different 

methods under cropping attack. The result of the 

experiment on different attacks are show on Fig.5 to Fig.9 

and TABLE II to TABLE V, the extracted watermarks of 

our proposed method are recognizable. Our proposed 

scheme is robust to attacks, such as scaling, Gaussian 

noise, JPEG compression, rotating and cropping attack. 

 

 

V. CONCLUSIONS 

 

A new algorithm of digital watermarking based on 

cellular automata transform (CAT) is presented in this 

paper, which mainly introduces that we use the two 

dimensions CAT algorithm: gateway, a certain rule, initial 

configuration and boundary configuration which carrier 

image is transformed by 2D-CAT and ICAT. Experiments 

show that watermarking according to our algorithm has 

good robust for common signal processing, noise disturb 

and some hostility assaults. 

 

REFERENCES 

  
[1] W. C. Chu, “DCT-Based Image Watermarking Using Sub-

sampling”， IEEE Trans. on Multi-media., Vol. 1, pp.34-38, 2003. 

[2] J. W. Wang, G. Liu, Y. W. Dai, J. S. Sun, Z. Q. Wang, S. G. Lian, 

“Locally Optimum Detection for Barni’s Multiplicative 

Watermarking in DWT Domain”, International Journal of Signal 

Processing, Vol. 88, No. 1, pp. 117-130, 2008. 

[3] S.j. Cho, U.S. Choi, H.D. Kim and Y.H. Hwang, “Analysis of 

Complemented CA Derived from Linear Hybrid Group CA”, 

Computers and Mathematics with Applications,Vol.53,NO.1,pp.54-

63,2007. 

[4] R.Shiba, S.Kang and Y.Aoki, “An Image Watermarking Technique 

using CAT”, 2004 IEEE region 10 Conference, Vol.1, pp.303-306, 

2004. 

[5] O.E. Lafe, “Data Compression and Encryption Using Cellular 

Automata Transforms”, Engineering Applications of Artificial 

Intelligence, Vol.10, pp.589-591, 1997. 

[6] Y.R. Piao, S.T. Kim, “Two-dimensional Cellular Automata 

Transform for a Novel Edge Detection”, Computability in Europe 

2008 logic and theory of algorithms,Greece,June,2008.  

[7] S.T. Kim, Y.R. Piao, “Robust and Secure InIm-based 3D 

Watermarking Scheme using Cellular Automata Transform”, 

IJMICS, pp.1767-1778, 2009. 

[8] X.W. Li, J.S. Yun, S.J. Cho and S.T. Kim, “Watermarking Based on 

Complemented MLCA and 2D CAT”, KIMICS, Vol.9, No.2, 

pp.212-216, Apr.2011. 

[9] X.W. Li, J.S. Yun, S.J. Cho and S.T. Kim, “Watermarking Using 

Low and High Bands Based on CAT”, IEEE ICCSIT 2011, 2011. 



Xiao-wei Li, Seok-tae Kim : CELLULAR AUTOMATA TRANSFORM BASED INVISIBLE DIGITAL WATERMARKING IN MIDDLE DOMAIN 694 

Xiao-wei Li received the B.S degree in 

computer science and technology from Dalian 

Ocean University of China, in 2009. He 

received the M.S. degree in Dept. of 

Electronics and Telecommunication 

Engineering from Pukyong National University, 

Busan, Korea in 2010. His research interests 

include cellular automata, coding theory, 

cryptography and image processing. 

 

 

Seok-Tae Kim received the B.S. degree in Dept. 

of Electronics Engineering from Kwangwoon 

University, Korea in 1983. He received the 

M.S. degree in Dept. of Electronics 

Engineering from Kyoto Institute of 

Technology, Kyoto, Japan in 1988. He received 

the Ph.D. degree in Dept. of Communication 

Engineering from Osaka University, Osaka, 

Japan in 1991. He was an inviting professor at 

University of Washington, USA in 1999 and 

was an inviting professor at Simon Fraser University, Canada in 2006. 

Since 1991, he has been a Professor in Dept. of Electronics, Computer 

and Telecommunication Engineering, at Pukyong National University, 

Busan, Korea. His research fields are image processing, pattern 

recognition, watermarking and cellular automata. 

 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
    /AmeriGarmnd-BT
    /AmeriGarmnd-BTBold
    /AmeriGarmnd-BTBoldItalic
    /AmeriGarmnd-BTItalic
    /Baskerville-BT
    /BernhardFashion-BT
    /Blippo-BlkBT
    /Bodoni-BdBT
    /Bodoni-BdBTItalic
    /Bodoni-BkBT
    /Bodoni-BkBTItalic
    /BroadwayEngraved-BT
    /BrushScript-BT
    /CentSchbook-BT
    /CentSchbook-BTBold
    /CentSchbook-BTBoldItalic
    /CentSchbook-BTItalic
    /CommercialScript-BT
    /Cooper-BlkBT
    /Cooper-BlkBTItalic
    /Courier10-BTBold
    /Courier10-BTBoldItalic
    /DomCasual-BT
    /Freehand591-BT
    /FuturaBlack-BT
    /FZWBFW--GB1-0
    /FZXKJW--GB1-0
    /GoudyOlSt-BT
    /GoudyOlSt-BTBold
    /GoudyOlSt-BTBoldItalic
    /GoudyOlSt-BTItalic
    /H_CIRNUM
    /H_EQSYM1
    /H_EQSYM2
    /H_HEBREW
    /H_KEYBD
    /H_MULTI1
    /H_MULTI2
    /H_PROSYM
    /HighlightLetPlain
    /Hobo-BT
    /JohnHandyLetPlain
    /LaBambaLetPlain
    /Liberty-BT
    /MBatang
    /MDotum
    /MekanikLetPlain
    /MGungHeulim
    /MGungJeong
    /MJemokBatang
    /MJemokGothic
    /MSugiHeulim
    /MSugiJeong
    /MurrayHill-BdBT
    /Newtext-BkBT
    /OCR-A-BT
    /OCR-B-10-BT
    /OdessaLetPlain
    /OrangeLetPlain
    /Orator10-BT
    /ParkAvenue-BT
    /PumpDemiBoldLetPlain
    /QuixleyLetPlain
    /RuachLetPlain
    /SandSm
    /SandTm
    /ScruffLetPlain
    /Swis721-BT
    /Swis721-BTItalic
    /TirantiSolidLetPlain
    /UniversityRomanLetPlain
    /VictorianLetPlain
    /WestwoodLetPlain
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [1200 1200]
  /PageSize [612.000 792.000]
>> setpagedevice


